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Installing the BDX Super Frame Bolts (for the BDX HD GY6 Mount for Ruckus NPS50) 

(Try saying that 3x fast!) 

Preparing your frame bushing to accept our BDX 5/8έ super bolts is pretty easy. Actually, it can be adequately summed-
up in about 3 steps. [ŜǘΩǎ get started! 

 ¸ƻǳ ǎƘƻǳƭŘ ƻƴƭȅ ƴŜŜŘ ŀ тκмсέ ŘǊƛƭƭ ōƛǘΦ However, if your this if your first time performing this upgrade,  a  мрκонέ ŀƴŘ/or  
ѹέ ƳƛƎƘǘ ōŜ ƴŜŜŘŜŘ ŀǎ ǿŜƭƭ depending on your learning curve for the proper technique. The rotary file pictured most 
ƭƛƪŜƭȅ ǿƻƴΩǘ ōŜ ƴŜŜŘŜŘ, but is a handy last resort. The bits all need to be new or very sharp. You can most likely do this 
with the frame still on the bike, but itΩǎ ŜŀǎƛŜǊ with the frame in a table vice. 
[Continue at next page] 
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1. {ǘŀǊǘ ŘǊƛƭƭƛƴƎ ǿƛǘƘ ǘƘŜ тκмсέΦ The isolator bushing will begin heating up. Go very slow and easy until about half way 
ŘƻǿƴΣ ǿŜ ŘƻƴΩǘ ǿŀƴǘ ǘƻƻ ƳǳŎƘ ƻŦ ŀ ƘŜŀǘ ŘƛŦŦŜǊŜƴǘƛŀƭ ƛƴ ǘƘŜ ǊǳōōŜǊΦ 5ƻƴΩǘ ǿƻǊǊȅ ŀōƻǳǘ ŎƻƻƭƛƴƎ ǘƘŜ ōƛǘΣ ƛǘΩǎ 
ŎƻǳƴǘŜǊǇǊƻŘǳŎǘƛǾŜ ƛƴ ǘƘƛǎ ǎƛǘǳŀǘƛƻƴ ŀƴŘ ǘƘŜ ǎƭŜŜǾŜ ƛǎƴΩǘ ƘŀǊŘŜƴŜŘ ǎƻ ǘƘŜ ōƛǘ ǿƻƴΩǘ ŎŀǘŎƘ ǾŜǊȅ ƳǳŎƘ ŜȄǘǊŀ ǿŜŀǊ ŀǘ ŀƭƭΦ 
Just a mention in case you were wondering, keeping sharp bits is a big deal around here for production purposes, 
but you might not be too particularly concerned either way.  
[Continue at next page] 
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2. Once you get about half way, run the drill as fast as possible through the rest of the sleeve an begin applying 
pressure slightly. This should heat up the sleeve enough for the rubber to let go and spin out. 
 [Continue at next page] 
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3. If the inner sleeve ŘƻŜǎƴΩǘ ŎƻƳŜ ƻǳǘ in one pass, step up to the next size drill bit and repeat from step 1. 
[Continue at next page] 
 

 

  



BDXRuck.com :: Buggydepot.com How-To 
Installing the BDX Super Frame Bolts (for the BDX HD GY6 Mount for Ruckus NPS50) 

(Try saying that 3x fast!) 

4. The hole you end up with is slightly lŜǎǎ ǘƘŀƴ рκуέΣ ǿƘƛŎƘ ǇǊƻǾƛŘŜǎ ŀ ǇŜǊŦŜŎǘ ƛƴǘŜǊŦŜǊŜƴŎŜ Ŧƛǘ ŦƻǊ ƻǳǊ рκуέ ōƻƭǘΦ When 
assembling the bolts to your BDX GY6 Mount, be sure to use Loctite 272 or similar άpermanentέ thread locker on the 
threads. Even though it is designated as permanent, donΩt worry, you will be able to remove the bolt later with at 
least a good 12έ or longer socket wrench. 

 


